
 

Product Sheet 
 

Argyle Loco Works and Accucraft Trains 
 

‘NA’ Class Victorian Railways 2-6-2T 

 

Last produced in 2014, this model quickly sold out and has been in constant demand since. 
We are delighted to announce that a second batch of the this iconic and much loved ‘Puffing Billy’ 
model is underway. Starting with a design review to accommodate the latest manufacturing 
methods and the availability in kit form, we are reproducing it in the three preservation liveries as 
before plus a special batch of locomotive ‘1A’ in 1898 Baldwin configuration in the original builders 
Ivy Green livery and as a Black data only version with planished iron boiler jacket. 
 
The model will be supplied as 45 mm gauge but all wheels are adjustable to 32mm. Butane fired 
and fitted with a water top-up valve, water gauge, lubricator and pressure gauge. Constructed of 
stainless steel and brass with a copper boiler it will have sprung axles, slide valves with full working 
Stephenson valve gear. An optional RC Mechanical Fittings Kit will be available for the live steam 
version. Numbered plates will be provided in loose format for all preserved locos with each model 
(3A, 6A, 7A, 8A, 12A, 14A). The Ivy Green ‘1A’ will have this number only supplied.  
 
An electric version is under development. A total of 15 versions are being developed so to be sure 
that that the appropriate numbers are available please register your interest with a Pre-Order. 
Orders will be confirmed with a deposit as final production gets under way  
 

Specifications - Electric 
• 45mm gauge / RTR only 

• All wheels fully insulated 

• Working directional head lights 

• Additional features under development 



 

Specifications - Live Steam 
 

• Scale: 16mm to 1 foot (1:19)  

• L: 450 mm, W: 135 mm, H: 180 mm 

• Weight: 6.2 kg 

• Min Radius: 1.2 m (4 feet) 

• Gauge: Adjustable 45mm / 32mm  

• Sprung axles  

• Full working Stephenson valve gear 

• Heating: Butane Gas. Centre flue, 
copper boiler 

 

• Working pressure: 60 psi 

• Boiler Fittings: Safety valve, pressure gauge, 
water level glass, water top up valve 

• Cab Controls: Steam regulator, gas regulator, 
reverse lever, Displacement lubricator 

• Working cylinder drain cocks 

• Couplings:  
-  3A, 6A, 7A, 8A, 12A, 14A - Knuckle Couplings. 
-  1A - Chopper Couplings / Knuckle Couplings 

 

Versions Offered (subject to availability) 
NA S G Kit Live Steam, two-tone green with white lining, KIT 

NA S R Kit Live Steam, Canadian Pacific red & dark brown, KIT 

NA S B Kit Live Steam, All over Black livery (no lining), KIT 

NA S 1A Kit Live Steam, ‘1A’ in 1898 Baldwin configuration, Ivy Green livery, KIT 

NA S 1A B Kit Live Steam, ‘1A’ in 1898 Baldwin configuration, Plain Black livery, KIT 

NA S G RTR Live Steam, two-tone green with white lining, RTR 

NA S R RTR Live Steam, Canadian Pacific red & dark brown, RTR  

NA S B RTR Live Steam, All over Black livery (no lining), RTR 

NA S 1A RTR Live Steam, ‘1A’ in 1898 Baldwin configuration, Ivy Green livery, RTR 

NA S 1A B RTR Live Steam, ‘1A’ in 1898 Baldwin configuration, Plain Black livery, RTR 

NA E G RTR Electric, two-tone green with white lining, RTR 

NA E R RTR  Electric, Canadian Pacific red & dark brown, RTR 

NA E B RTR Electric, All over Black livery (no lining), RTR 

NA E 1A RTR Electric, ‘1A’ in 1898 Baldwin configuration, Ivy Green livery, RTR 

NA E 1A B RTR Electric, ‘1A’ in 1898 Baldwin configuration, Plain Black livery, RTR 

NA RC Kit RC Fittings Kit for mounting and connecting servos (steam version only) 

NA Lamp Small Pilot head lamp as fitted to 7A (set of two) 

NA Stack Tapered “stovepipe” smokestack as fitted to locomotive 8A 

 

Locos 14A, 6A, 7A, 12A and 8A in steam 



 

 

Locomotive 1A  -  ‘The American Baldwin’ 
 

It was common for US builders to provide new locomotives using works livery.  
‘1A’, the first of the Australian Baldwins was delivered in a ‘Light Ivy Green and gold, Style 292’ 
livery from the Baldwin ‘Book of Styles’. This was a Baldwin stock export livery of single green 
finish, lined with gold and red ‘shadow line’. The green paint finish was used extensively on the 
locomotive, including the chassis bar frames and cranks. 
It was also delivered in the American body style with clamped smokebox door, wooden pilot (cow 
catcher) and chopper couplings. Later in their service life the locos were modified to suit the 
domestic service requirements. 
 
The Accucraft ‘1A’ model will be an exact replica of this first Baldwin as delivered from 
Philadelphia in the ‘Light Ivy Green and gold livery. For those wanting an American industrial loco 
in a plain black livery, a Black ‘data only’ version of 1A is also being offered with planished iron 
boiler jacket. 
 
Build. Some of the more significant differences from the later preserved NA locos include: 

 

• Lower side tanks 

• Water tank filler caps at the front of the tank 

• American style clamped smoke box front 

• Smaller 8” air pump 

• Wooden pilots (cow catcher) 

• Chopper style couplings 

• No cinder chute in front of smokebox 

• Baldwin builders plates on either side of 
smokebox 

• No tool box on the RHS 

• No steam dynamo 

• Larger cab windows 

• No coal rails over bunker 

• No Large headlamp 

 

 
Locomotive ‘1A’ in 1898 Baldwin configuration with Ivy Green livery. 

 
 

 

 



 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Baldwin ‘1A’ in original Ivy Green livery (above) and in all Black (below) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 
Rolling Stock 
A re-release of the VR Narrow Gauge rolling stock is planned to coincide with the delivery of the 
loco. 
 

Puffing Billy Railway. 

• Click here to view their Web Site 

• Click here to see their Locomotives & Rolling Stock 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

Specifications are subject to update as development and production proceed and may change without notice. 

https://puffingbilly.com.au/about/
https://puffingbilly.com.au/about/rolling-stock/

